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GUIDE	  COAT	  TECHNICAL	  DATA	  SHEET	  

Guide	  Coat	  is	  designed	  to	  detect	  imperfections	  during	  sanding	  surfaces	  preparation.	  

FEATURES	  

Sands	  easily	  

Won’t	  clog	  sandpaper	  

APPLICATION	  	  

1.   Blow	  off	  surface	  to	  remove	  dust	  and	  sandpaper	  residue	  
2.   Apply	  1	  light	  dust	  coat	  to	  area	  to	  be	  sanded	  
3.   Allow	  to	  dry	  3-‐5	  minutes	  
4.   Sand,	  repeat	  if	  necessary	  

	  
•   Dry	  times	  and	  flash	  times	  are	  approximate	  and	  depend	  on	  film	  build,	  temperature,	  humidity	  and	  air	  

flow.	  	  	  

Invert	  can	  and	  spray	  after	  each	  use	  to	  avoid	  clogging	  of	  tip.	  

Check	  local	  VOC	  regulations	  to	  ensure	  compliance	  in	  your	  area.	  

	  

Disclaimer:	  	  This	  information	  is	  intended	  as	  guidance	  only	  and	  should	  not	  be	  construed	  as	  a	  warranty.	  	  User	  is	  
responsible	  for	  correct	  product	  selection	  for	  the	  task	  and	  environmental	  compliance.	  	  	  

	  

	  

	  

	  

	  


